
INSTRUCTION MANUAL FOR ROUND
900mm CHROME SHOWER.

SKU 329423

ATTENTION: PLEASE INSTALL THE SHOWER STEP BY STEP
Further instructions please visit https://www.mitre10.co.nz/

guides-and-advice/ guide/how-to-install-a-shower-enclosure
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6mm 3.2mm

Preparation
1. After opening all boxes and packages, read this introduction carefully. Check that all of the needed

parts are included in the package by marking all the components on the "SKU Packing List".
Examine boxes and packages for shipping damage. If the unit has been damaged, has a finishing
defect or has missing parts, please contact the Store where you purchased the Shower within 5
business days of the delivery date. Please note that Mitre10 will not replace any damaged
products or missing parts free of charge after 5       b                                usiness           days or if the product has been
installed. Feel free to contact Mitre 10 if you have any questions.
A. The installation of this shower must be in accordance with industry standard practice, codes
and guidelines. A licensed/registered industry professional must perform all pluming/electrical
works.
B. Building and plumbing codes may vary by location, and Mitre 10 is not responsible for code
compliance standards for your project and will not accept any returns.
C. You must consult your local Council building codes with questions on installation
compliance standards.

5.

3 .. This unit has to be installed on pre finished floor and walls.

instructions 
Shower Installer should undertake installation.

s

Attention: Heavy, requires two people when lifting.

Tools Required (Not Supplied)

Tape Pencil
Measure

Phillips
Screwdriver

Drill bit Drill bit

Level
Measure

Caulking
Gun

Electric
Drill Hammer

Mitre saw or
Hacksaw

Glasses
Safety 

Gloves
Safety Utility

Knife

Please, NOTE! Two people are required for assembly.4.

Wall Board Adhesive 

Suitable for 

Acrylic Shower Liners

total weight of the unit. It
s important that walls are level, and are at right angles. An uneven
surface or out of square walls will result in serious problems for the installation. Please note that

2. a  will be able to support thePlease ensure prior to installation that ll surfaces are level, solid and

some minor adjustments may be needed and it may be required to cut/saw the aluminum channels
during the installation process.

Although these are comprehensive  qualified, it is always recommended that a 

Ensure that the enclosure is fitted to a level tray and vertical wall .6..
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Shower Round 900 x 900mm Tray

350mm490mm

90mm

R550

90mm 50mm

Step 1. Remove shower liner from packaging, allow it to open up.  
Push shower tray into position so it sits hard against timber framing and over 
waste pipe. 

Step 2. If a retro fit, cut solid fixings to install onto the horizontal bottom plate 
and add vertical studs to fit Wall Board, Shower Liner and Aluminium Channels. 
Alternatively, its important to locate nogs/dwangs or studs if not adding solid 
fixings. 

Step 3. Remove plastic film from the back edge of Shower Tray that will fit hard 
up against the back of the wall. 

Step 4. Along the face of the bottom plate apply a generous 6mm bead of 
silicon the length of the shower tray.  This is to act as a buffer to help prevent 
any friction noises from the plastic against timber.  

Step 5. If the floor is slightly uneven after repair or levelling you can use a belt 
sander to sand down the plastic shower tray feet to obtain level footing. 
Underneath the shower tray apply adhesive onto feet then install the tray 
against the floor plate and solid fixing as per Diagram 2.

Step 6. Install the shower tray into place then leave for 24hours to allow the 
adhesive to cure.
Step 7. It's recommended to cut and install suitable new wall boards such as GIB 
Aqualine®. Ensure the GIB Aqualine® has a 10mm gap from the top of the 
shower tray and  floor.  
For further instructions please visit https://www.mitre10.co.nz/guides-and-
advice/guide/how-to-install-a-shower-enclosure

Diagram Diagram 1

 

2

Diagram 3
40mm 
upstand
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Shower Round 900 x 900mm Wall Liner

Additional framework (Diagram 2 previous page) has been installed to give support 
to the lining and aluminium fixings for the shower door installation. Please note  
that the wall lining  is not to be sealed, GIB® stopped or painted, as this will 
prevent the curing of the wallboard adhesive between the, Shower Liner and the 
wall lining.

1. Please ensure the shower tray is installed level in accordance with the instructions.

2. Check the wall liner for freight and handling damage and report any damage

immediately to the source of supply. Ensure Wall Liner is the right size to the Shower 
Tray.

3. Lift the liner into position onto the tray. Using a builders pencil, trace the
outline of the liner.  Remove liner once tracing is complete.

4. Measure, mark and measure again the

location of the shower rose and mixer.

Transfer these measurements carefully onto

the acrylic lining, and double check your

measurements before you cut the holes in
the wall liner. Cut holes on a solid surface.

5. Ensure that the surfaces to be glued are

free from dirt, dust and grease. Remove the
clear protective covering from the shower tray

up stand only, apply bead of silicone 10mm 
from the top of the tray from the inside out. At 
the end continue the bead down and back 
100mm.

6. Using Wall Board Adhesive suitable for
Acrylic Shower Liners apply vertical strips
starting 80mm in from the pencil line then
every 80mm working towards the corner. Only
apply one horizontal line of adhesive at the
base of the Wall Board, approx 80mm
above the Shower tray upright. Refer next
page as a guide only. It is not important to
apply adhesive in one vertical direction.
Applying it up and down is fine.
IMPORTANT Only use wall board adhesive
recommended for Acrylic Shower Liners.

For further instructions please visit https://www.mitre10.co.nz/guides-and-advice/guide/
how-to-install-a-shower-enclosure
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Guideline for applying Adhesive

1. Commence vertical lines 80mm in from the pancil line.

2. Space futher vertical lines approximately every 80mm.

3. Only apply one horizonal line per wall, ensuring it is approx 80mm 

above the Shower Tray upright, and has a 80mm gap between where 

the horizonal and vertical lines fall.
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1 Wall Channels 2 pcs Pack 8               Seal Strip           2 pcs               Pack

2 ST4 x 35 Screws 6 pcs
Pack & More for

Spare
9 Round Glass 2 pcs Pack

3 Glass Channels 2 pcs Pack 10 Top Rollers 4 pcs Pack

4 Flat Glass 2 pcs Pack 11 Bottom Rollers 4 pcs Pack

5 Rail 2 pcs Pack 12 Door Magnet Strip 2 pcs Pack

5--1 Covers 4 pcs Pre-Install 13 Handles 2 pcs Pack

5--2 Stopper 8 pcs Pre-Install 14 Anti-Water Strip 2 pcs Pack

5--3 Seal Strip 4 pcs Pre-Install 15 Anti-Water Strip 2 pcs Pack

6 ST3.5 x 35 Screws 8 pcs
Pack & More for

Spare
16

3M AluminiumTop 
Cover

2 pcs Pack

7         ST4 x 12 Screws      6 pcs
Pack & More for

Spare

NOTE: Unpack your unit carefully and inspect it. Lay it out and identify all parts using parts diagram and parts 
list in your manual as a reference. Before discarding the carton, check for small hardware bags that tend to fall 
to the bottom of the box. If any parts are damaged or missing, please contact Mitre 10 for replacement parts 
within 5 days.

NOTE: More Screws for Spare

SKU 329423 Packing List

Shower Round 900 x 900mm Door Set
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Parts Supplied

(5-1,5-2,5-3)
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Measure the size from corner to

the edge of aluminum

Mark and drill the holes with a drill bit

suitable for the wall type
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end of the frame and secure

them to the bottom of

the fixed glass panels

Fix Wall Channels to wall using 
screws provided. Ensure the 
fixings are driven into 
supporting framing behind the 
wall such as the bottom plate, 
vertical studs, nogs/dwangs. 

Fit the covers to the
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1

2

 

 

 

 

Note: Ensure the orientation of the  
splash seal is correct when installed. 

Note: Take care when drilling so as not 
to drill too deep and mark the outer 
surface of the top and bottom tracks.  

 Insert the two wall channels into their 
corresponding Glass Channels. 
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  Fit the top and bottom 
rollers to the Sliding glass 
panels.

 Apply silicone as 
pictured, and leave it to 
cure for a minimum of 24 
hours before using 
Shower

  

Silicone
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Ensure rollers are sitting correctly in their channels, and that the doors slide/open without 
resistance. Check all levels are sound. 
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Product Maintenance 

ACRYLIC LINER

To ensure long lasting life for your acrylic wall liner, wipe them off after each use with a soft cloth.
To clean the acrylic liner use non-abrasive sprays or cream based cleaners. Never use
abrasive cleansers, metal brushes or scrapers that could scratch or dull the surface. 

GLASS

To ensure long lasting life for your glass shower components, wipe them off after each use with a
soft cloth. Rinse and wipe off the glass using either a soft cloth or squeegee to prevent soap
buildup. Never use abrasive cleaners and cleaning products that contain scoring agent because 
this may scratch the surface. Never use bristle brushes or abrasive sponges. 

HARDWARE

To assure a long lasting finish wipe off the metal parts after each use with a soft cloth. Do not 
use abrasive cleaners or cleaning products containing ammonia, bleach or acid. If accidentally 
used, rinse the surface as soon as possible to prevent the finish peeling or corrosion. After
cleaning the shiny finishes, rinse thoroughly and wipe dry with a soft cloth.  Clean hardware 
surfaces at least once a week. When applying stainless steel cleaner or polish, work with (not 
across) the grain. Never use an abrasive sponge or cloth, steel wool or wired brushes.
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